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Slewing:
Swinging from side to side from a pivot.
For example, the movement of a crane on its base.

Sling:
Lifting gear made from flexible steel wire rope,
chain or synthetic material.

Sling angle:
The angle between the legs of slings.

Tagline:
A small rope (a minimum of 16 mm in diameter)
used to steady or guide a load.

Undercutting:

Over-excavation at the bottom of a trench side
wall.
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First aid Construction work involves high risk. Both serious and
minor injuries occur. Serious injuries may require first
aid to restore breathing and/or heart beat and to stop
bleeding.

Always know the location of the first aid room and the
nearest first aid kit and the identity of the first aider.
The standard first aid symbol in Australia is a white
cross on a green background.

First aid kits on construction sites must have a
carrying handle. There must be a notice near to the
first aid room with the name(s) of those in the
workplace who hold an approved occupational first aid
certificate.

It is recommended that all those who work in the

construction industry take the time to do an approved
first aid certificate.

72

PO Box 311, Riddells Creek, Victoria 3431 Phone: 5428 6790 Fax: (03) 5428 6317
E-mail: constructiontraining@bigpond.com Website: www.constructiontraining.com.au



CONSTRUCTION TRAINING INTERNATIONAL P/L
A.C.N. 069 758 023 A.B.N. 49 069 758 023

Sample
exam
questions

Below are examples
of the questions you
could be asked in an
examination for a
front end loader or
excavator certificate.
The questions are
grouped according
to the chapters in
this guide where

the answers can be
found.
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Chapter 3

1.

10.

11.

12

13.

List 6 things that must be checked on the
worksite before checking the machine.

List 5 safety checks that must be carried out
before mounting the machine.

Under what circumstances can a passenger ride
on the machine with the driver?

Describe how to safely mount an excavator.

List 4 things which must be checked before starting
up.

Where can the correct start-up and shut-down
procedures for each machine be found?

The motor has started. List 6 checks which must
be made before driving off.

How high must the loader bucket be kept above
the ground when driving forward?

If the appliance is fitted with an independent
brake for each rear wheel, what precaution must
be taken before moving off?

List 8 things that must be done when parking
the machine.

On a combination backhoe loader, what must be
done with each bucket before leaving the
machine?

How far away from an excavation must material
be dumped?

How are vehicles/machines stopped from
coming too close to an excavation?
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14.

15.

16.

17.

18.

19.

20.

21.

22.

23.

24.

25.

26.

What clearances must there be from the following
overhead electric wires:

up to 132,000 VOItS? .....evvvvieeiieeenne

132,000 to 330,000 volts? ..
more than 330,000 volts? .............c.........

What should the driver do if the machine makes
contact with electric powerlines.

What precautions should be taken when
cutting a trench across a footpath to a house?

What precautions must be taken if there is an old
gas main ‘somewhere’ across where you have to
cut a trench?

How far must people be kept away from the
machine when digging?

At what depth should a trench be timbered?

What is the danger of driving along the high side
of a trench cut in sloping ground?

When filling a trench with a front end loader,
should you approach square or diagonally to the
trench?

You are going to lay pipes in a trench using a
quick hitch attachment. What precautions must
be taken?

Under what circumstances can a person be in a
trench while pipe is being lowered into it?

What action should be taken if a large rock is
uncovered in the side of trench being dug?

How is the cubic capacity of the bucket
calculated?

List 6 precautions which must be taken when
liting a load in the bucket.
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27.

28.

29.

30.

What is the danger of loading uphill into a truck
using a combination backhoe loader?

List 3 precautions which must be taken when
lifting a load in the bucket.

Which stabilising foot would you put down first
when working across the side of a slope? Explain
your answer.

List 3 dangers of working in timber.

Chapter 4

31.

32.

33.

34.

35.

36.

37.
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What is the SWL of a FSWR 16 mm in
diameter?

List 6 defects that would condemn FSWR.

What is the SWL of a 12 mm diameter grade 80
chain?

List 6 things that condemn a chain sling.
When laying a pipe in a trench under what
conditions can you put the sling eye over a tooth

on the bucket?

When can you reeve a sling around the bucket to
lift a load?

When a sling is reeved around a square load how
is the SWL altered?
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Chapter 5

38. What must be checked about a travel route
before moving excavator?

Chapter 6

39. List 6 things that must be checked and made safe
befor carrying out maintenance on an excavator.

40. How do you fill machine tyres with water ballast?
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Notes
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